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L x 37 Sawed Jt.

with elastic JI.

filler full width.
Limits of HMA 67 8”7

Surface removal € Brg.
and replacement. / l
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i b Fabric
: 1 Brg. Pad
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TYPICAL SECTION
AT EAST ABUTMENT

** 19 x 276" dowel
rods in 1%°¢ holes
drilled in cap
(2 per beam)
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b Fabric / L‘ Side
Brg. P ?d Retainer

TYPICAL SECTION

AT WEST ABUTMENT

* 1 Joint shall be filled with non-shrink grout. Dimension
may vary to accommodate folerance in beam lengths.

** Existing dowel rods are to be burned off, ground flush,
and sealed with epoxy prior to placement of new beams.
Cost included in Removal of Existing PPC Deck Beams.
After beams have been erected holes shall be drifled into
cap and dowel rods placed. Dowel holes shall be filled with
non-shrink grout to fop of beam and allowed to cure a
minimum of 24 hours prior to grouting the shear keys.
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New HMA Surface

671 Limits of HMA
[“‘ Surface Removal
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Expansion End (Typ.)
See Detail this sheet.
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Contract Number: 66819

Bar 14" x 237 x 4

0

Typ,
J7% 38

Ts"9 holes at 12 cts. for

35" bolts set on 25 gage line. N\

L4

1% ot
50°F

to be removed,

All bolts shall be burned, sawed or
clipped off flush with back of
angle after forms are removed.

AN

3 x 8" granular or solid flux filled
headed studs conforming fo Article 1006.36 ™S
of the Standard Spec’s automatically end

welded at 127 alt. cts. (4 required per beam).
Cast in beam,

Sl

7/5 //¢

-, gage

Existing 2’5" PJS

stored and reused.

i

vent holes at

127" ¢cts set on 1%

line

cast in beam.
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New HMA Surface
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